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BS EN 12150 – 1: 2000 – Thermally toughened soda lime silicate safety glass

Clear/tinted toughened glass meeting Impact Class A (BS 6206) and Class 1 (BS EN 12600)
                                     Thickness (mm)                              Tolerance (mm)

4.0 ±0.2
6.0 ±0.2
8.0 ±0.3
10.0 ±0.3
12.0 ±0.3
15.0 ±0.5
19.0 ±1.0

Clear low iron toughened glass meeting Impact Class A (BS 6206) and Class 1 (BS EN 12600)
                                     Thickness (mm)                              Tolerance (mm)

4.0 ±0.2
6.0 ±0.2
8.0 ±0.3
10.0 ±0.3
12.0 ±0.3
15.0 ±0.5
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Coated toughened glass meeting Impact Class A (BS 6206) and Class 1 (BS EN 12600)
             Coating                                   Thickness (mm)                       Tolerance (mm)

Pilkington K 4.0 ±0.2
Pilkington K 6.0 ±0.2
1.4DT 4.0 ±0.2
1.4DT 6.0 ±0.2
Planitherm Total + 4.0 ±0.2
Planitherm Total + 6.0 ±0.2
Activ Clear, Blue, Neutral 4.0 ±0.2
Activ Clear, Blue, Neutral 6.0 ±0.2

Patterned toughened glass meeting Impact Class A (BS 6206) and Class 1 (BS EN 12600) in 4 and
6mm thickness

Autumn Contour Mayflower Pelerine
Arctic Everglade Oak Digital
Chantilly Flemish Stippolyte Warwick
Cotswold Florielle Sycamore
Charcoal Sticks Minster Tafetta
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